Administration, operation and maintenance 

	Enterprise:
	Producer/supplier:
	
	

	Timber


	Name:

Sør-Tre Bruk AS
	Address:

3766 Sannidal

Norway
	Tel: 

+47 35 986900

	
	 www.sortre.no
	
	

	Delivered products:

	Pressure treated timber
	Description:

Timber impregnated with Wolmanit CX-8
	Measures:

See invoice
	

	
	
	
	

	Material :

	Material:

Pine
	Description:

Impregnated according to NTR Document no. 1 and EN 351-1

Penetration class: P8

	Surface treatment:

None
	Description



	
	
	
	

	Sub supplier:

	Wolmanit CX-8


	Name:

Dr Wolman GmbH
	Address:

P. O. Box 1160

D-76545 Sinzheim
Germany
	Tel:

+49 7221 

800-0

	
	
	
	

	Maintenance:

	Cleaning:

White mould:

After-treat:
Waste:
	Wash with high-pressure cleaner with suitable brush. Do not apply jet directly onto the sapwood.

White mould may occur during tight storage of the wood packets in case of poor ventilation. The mould may be brushed off or will disappear quickly when exposed to direct sunlight (in summer). White mould has no strength reducing or other destructive characteristics on the timber.

To reduce the absorption of moisture and to avoid cracking, yearly treatment with a protective oil is recommended.   The first oil-treatment on dry timber can be carried out as soon as possible after the wood has been put in service. The same applies for a treatment with a coating system.

Wolmanit CX-8 treated timber has to be disposed off as construction waste in authorized waste dumps.

	
	
	
	

	Distributor:
	
	
	

	
	
	
	


