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	To:
	MJ
	CD
	CR
	MF
	SEG
	From:
	Val Oreshko

Peter Hollingworth

	Company:
	YBSUK
	YBEu
	YBF
	YBIt.
	YBIb.
	Date:
	11/02/2004

15/03/2004

	Copy:
	MEH
	RA
	PM
	GM
	PM
	Ref.:
	2004 – 008 - 2

	Subject:
	EUROBAT Classifications for Yuasa VRLA Batteries


Yuasa VRLA batteries are classified according to EUROBAT as listed in the table below.

	Product Range
	EUROBAT Classification
	End of Life Criteria

	NP – Series
	3~5 years : Standard Commercial
	80% of C20, 1.75 V/cell, 20°C

	SW – Series 
	3~5 years : Standard Commercial
	80% of 10min Rate, 1.60 V/cell, 20°C

	NPL – Series
	10~12 years : High Performance
	80% of C20, 1.75 V/cell, 20°C

	SWL – Series
	10~12 years : High Performance
	80% of 10min Rate, 1.60 V/cell, 20°C

	EN – Series
	12 years and longer : Long Life
	80% of C10, 1.80 V/cell, 20°C

	RE – Series
	6~9 years : General Purpose
	80% of C20, 1.75 V/cell, 20°C
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